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Xorel

ARTFORM®

Xorel Artform is a versatile acoustic system
that blends the trusted performance of
Xorel textiles with the sound absorbing
power of PET to deliver beautiful,
functional, and sustainable wall and
ceiling solutions.




Tiles

SHAPES & SIZES

Arc

Small

A

1143" 1

13 " |

Medium
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Circle / Circle 3D

Standard and 3D shapes share the same dimensions

Small Medium
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Diamond / Diamond 3D

Standard and 3D shapes share the same dimensions
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[
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116" |

Flip

Large

116" |

Medium

24"

1137%"1
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Large

118%" |
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30" |

30" 1
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40"

Designed to also
work together.
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Barrel 3D

Small
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| 475"

Cross
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24" |

10" 1

474"
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Medium
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Circle shape also available in kits, box

sets comprised of various sizes.
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Tiles

SHAPES & SIZES

Hex / Hex 3D
Standard and 3D shapes share the same dimensions
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XLarge
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20"



Tiles

SHAPES & SIZES

Plank

Small Medium Large
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20"

XLarge

23"

17 %1

Large

23" |

46"

108"

2XLarge 3XLarge
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Range 3D
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1 10" -

Rise 3D

One Size

Designed to also
work with Valley Tiles.
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Tiles

SHAPES & SIZES

Ripple
Shape A
E Eﬁ
[ 48" [
Scale
Small Medium
(Y
1 123" 1 -
1 16"
Spline 3D
One Size
°
<
110" 1
Tall Hex
Small Medium
14" 16"1
%
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112" 1

1 15%"

24"

Shape B

1

48"

Large

20"

Large

18"

| 16"

Waveline / Waveline 3D

Standard and 3D shapes share the same dimensions

Small Medium
27,0
1 110" 1
B é
112" 1

116" |
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16"

Large

112" 1

20"
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32"

20"

16"

Small (108")

108"

Shape C Shape D
o N
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Slope 3D
Small Large
2
- o
~N
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Square / Square 3D
Standard and 3D shapes share the same dimensions
Small Large
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Shape E
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Medium (108")
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Shape F

16"

| 48"

Designed to also
work with Ridge Tiles.

16"



Additional Tile Specifications

TILES

Shape Substrate Shape Size Substrate Depth
Arc All Sizes 1" rPET-Core 1" Range 3D Small 1" rPET-Core 21/4"
All Sizes 1.5" rPET-Core 11/2" 1.5" rPET-Core 23/4"
Barrel 3D Small 1" rPET-Core 21/4" 2" rPET-Core 31/4"
1.5" rPET-Core 23/4" Large 1" rPET-Core 21/2"
2" rPET-Core 31/4" 1.5" rPET-Core 3"
Large 1" rPET-Core 21/2" 2" rPET-Core 31/2"
1.5" rPET-Core 3" Ridge Small rPET-Core 2"
2" rPET-Core 31/2" Medium rPET-Core 21/2"
Circle All Sizes 1" rPET-Core 1" Large rPET-Core 3"
All Sizes 1.5" rPET-Core 112" Xlarge rPET-Core 41/8"
All Sizes 2" rPET-Core 2" Ripple All Sizes 1" rPET-Core 1"
Circle 3D All Sizes 1" rPET-Core 17/8" All Sizes 1.5" rPET-Core 1.5"
All Sizes 1.5" rPET-Core 23/8" All Sizes 2" rPET-Core 2"
All Sizes 2" rPET-Core 27/8" Rise 3D One size 1" rPET-Core 21/4"
Criss All Sizes 1" rPET-Core 1" 1.5" rPET-Core 23/4"
All Sizes 1.5" rPET-Core 1.5" 2" rPET-Core 31/4"
All Sizes 2" rPET-Core 2" Scale All Sizes 1" rPET-Core 1"
Cross All Sizes 1" rPET-Core 1" All Sizes 1.5" rPET-Core 15"
All Sizes 1.5" rPET-Core 1.5" All Sizes 2" rPET-Core 2"
All Sizes 2" rPET-Core 2" Slope 3D Small 1" rPET-Core 21/4"
Diamond All Sizes 1" rPET-Core 1" 1.5" rPET-Core 23/4"
All Sizes 1.5" rPET-Core 1.5" 2" rPET-Core 31/4"
All Sizes 2" rPET-Core 2" Large 1" rPET-Core 21/2"
Diamond 3D All Sizes 1" rPET-Core 17/8" 1.5" rPET-Core 3"
All Sizes 1.5" rPET-Core 23/8" 2" rPET-Core 31/2"
All Sizes 2" rPET-Core 27/8" Spline 3D One size 1" rPET-Core 3"
Flip All Sizes 1" rPET-Core 1" 1.5" rPET-Core 31/2"
All Sizes 1.5" rPET-Core 1.5" 2" rPET-Core 4"
All Sizes 2" rPET-Core 2" Square All Sizes 1" rPET-Core 1"
Hex All Sizes 1" rPET-Core 1" All Sizes 1.5" rPET-Core 11/2"
All Sizes 1.5" rPET-Core 1.5" All Sizes 2" rPET-Core 2"
All Sizes 2" rPET-Core 2" Square 3D All Sizes 1" rPET-Core 17/8"
Hex 3D All Sizes 1" rPET-Core 17/8" All Sizes 1.5" rPET-Core 23/8
All Sizes 1.5" rPET-Core 23/8" All Sizes 2" rPET-Core 27/8"
All Sizes 2" rPET-Core 27/8" Tall Hex All Sizes 1" rPET-Core 1"
Lift 3D Small 1" rPET-Core 21/4" All Sizes 1.5" rPET-Core 11/2"
1.5" rPET-Core 23/4 All Sizes 2" rPET-Core 2"
2" rPET-Core 31/4" Valley All Sizes 0.5" rPET-Core 0.5"
Large 1" rPET-Core 21/2" Waveline All Sizes 1" rPET-Core 1"
1.5" rPET-Core 23/4" All Sizes 1.5" rPET-Core 11/2"
2" rPET-Core 31/2" All Sizes 2" rPET-Core 2"
Peak All Sizes 1" rPET-Core 1" Waveline 3D All Sizes 1" rPET-Core 17/8"
All Sizes 1.5" rPET-Core 15" All Sizes 1.5" rPET-Core 23/8"
Plank All Sizes 1" rPET-Core 1" All Sizes 2" rPET-Core 27/8"
All Sizes 1.5" rPET-Core 1.5"
All Sizes 2" rPET-Core 2"




Panels
SHAPES & SIZES

Drape 3D Flute 3D

One Size One Size

72
72"

w
Q

30"

Additional Panel Specifications

PANELS

Shape Size Substrate Depth
Drape 3D One Size 1" rPET-Core 33/4"
1.5" rPET-Core 414"
2" rPET-Core 43/4"
Flute 3D One Size 1" rPET-Core 33/4"
1.5" rPET-Core 41/4"
2" rPET-Core 43/4"




Clouds

SHAPES & SIZES

All clouds are made with a 1” rPET-Core substrate finished with a 12mm Kirei PET topper. 2D and 3D

shapes share the same dimensions. All 2D clouds are 1.6" thick and all 3D clouds are 4.33" thick.

Circle / Circle 3D Cloud

Large
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1 30"
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Diamond / Diamond 3D Cloud
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Square / Square 3D Cloud
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VE =
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Waveline / Waveline 3D Cloud
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I 20" |

20"
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Cumulus 3D Cloud
One Size
| 55"
Hex / Hex 3D Cloud
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Tall Hex / Tall Hex 3D Cloud
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32" |
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Baffles

SHAPES & SIZES

All baffles, with the exception of the U Baffle, are made with (2) 1" rPET-Core substrates
and are 2" thick. U Baffles are 24mm thick. Baffles are only available in 2D.

24"

Shape D

[ 48"

16"

Flip
Large XLarge 2XLarge 3XLarge
o - o
- S -
1 24" | _ 1 48" |
124" 1 | 48"
Ripple
Shape A Shape B Shape C
- —_— f —_—
| 48" | | 48" | | 48" |
U Baffle
Large XLarge 2XLarge
— :
I 48" I I 72" I I

96"

110"

Ripple Baffles are available in a kit,
a box set comprised of shapes A-F.

Shape E

L s

| 48" |

16"
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Shape F

[ 48"

108"

16"

110"1



Substrates and Acoustical Performance

Xorel Artform is available in rPET-Core in a variety of thicknesses. This acoustical substrate is sound
absorbing, low-VOC, and manufactured with at least 60% post-consumer recycled materials. It meets
ASTM E84 Class A/Class 1, carries an HPD, and qualifies for LEED and other Green Building credits.

DIRECT MOUNT

0.5" rPET-Core Sound Absorption Metrics

Frequency 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz NRC SAA

Abs. Coeff.

(No Air Gap) 0.06 0.16 0.44 0.99 0.64 0.41 0.55 0.55

Acoustic data is measured in Absorption Coefficient per square foot of material. For more information, see
the full acoustic test.

Absorption Coefficient vs. Frequency
0.5" rPET-Core with Xorel Meteor
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0.5" rPET-Core is available for Valley Tiles only.



Substrates and Acoustical Performance

DIRECT MOUNT

1" rPET-Core Sound Absorption Metrics

Frequency 125Hz 250Hz  500Hz 1000Hz 2000Hz 4000Hz NRC SAA
Abs, Coeff. 0.14 036  0.94 0.94 0.58 039 070  0.71
(No Air Gap)

Acoustic data is measured in Absorption Coefficient per square foot of material. For more information,
see the full acoustic test.

Absorption Coefficient vs. Frequency
1" rPET-Core with Xorel Meteor
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1” rPET-Core is available for clouds, baffles, panels, and most tiles. Please refer to the
individual product specification sheet for more information.



Substrates and Acoustical Performance

DIRECT MOUNT

1.5" rPET-Core Sound Absorption Metrics

Frequency 125Hz 250Hz  500Hz 1000Hz 2000Hz 4000Hz NRC SAA
Abs, Coeff. 0.21 054 1.1 0.82 0.43 032 075  0.74
(No Air Gap)

Acoustic data is measured in Absorption Coefficient per square foot of material. For more information,
see the full acoustic test.

Absorption Coefficient vs. Frequency
1" rPET-Core with Xorel Meteor
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1.5” rPET-Core is available for clouds, baffles, panels, and most tiles. Please refer to the
individual product specification sheet for more information.



Substrates and Acoustical Performance

DIRECT MOUNT

2" rPET-Core Sound Absorption Metrics

Frequency 125Hz 250Hz  500Hz 1000Hz 2000Hz 4000Hz NRC SAA
Abs. Coeff. 0.51 082  1.04 0.79 0.48 034 080 077
(No Air Gap)

Acoustic data is measured in Absorption Coefficient per square foot of material. For more information,
see the full acoustic test.

Absorption Coefficient vs. Frequency
2" rPET-Core with Xorel Meteor
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2" rPET-Core is available for most panels and tiles. Please refer to the individual product
specification sheet for more information.



Substrates and Acoustical Performance

DIRECT MOUNT

Ridge Tile rPET-Core Sound Absorption Metrics

Frequency 125Hz 250Hz  500Hz 1000Hz 2000Hz 4000Hz NRC SAA
Abs. Coeff. 0.66 074 052 0.70 0.64 0.56 065 0.4
(No Air Gap)

Acoustic data is measured in Absorption Coefficient per square foot of material. For more information,
see the full acoustic test.

Absorption Coefficient vs. Frequency
rPET-Core with Xorel Meteor
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Please refer to the Ridge Tile product specification sheet for more information.



Substrates and Acoustical Performance

CLOUD INSTALLATION

Cloud Sound Absorption Metrics

Acoustic data is measured in Array-NRC per Cloud at 6 units, 3 rows of 2 units each, rows spaced
10" apart, units in each row spaced 10" apart. For more information, see the full acoustic test
(RAL™-A25-037).

Frequency 125Hz  250Hz 500Hz  1000Hz 2000Hz 4000Hz ArrayNRC  ArraySAA

o array
(Sabins/ft?) 0.11 0.28 0.80 0.79 0.74 0.64 0.65 0.66
(SA/m?)
Absorption Coefficient vs. Frequency
1" rPET-Core with Xorel Meteor, 12mm Kirei PET Topper
1.0
0.8
|-
z 0.6
S .
o ARRAY-NRC: 0.65
o
&
0o 0.4
O
&
= 0.2
o
o
o
2 0.0
o .
-0.2
= [ = N N w B w1 [e)} [0} = = = N N w B (%)
o N [e2) o vl = o o w o o N o)) o w1 = o o
[=) (%) o o o (%) o o o o o w o o o wu o o
I r I £ I r I r I £ ©& © © © & o © o
N N N N N N N N N N ':E E E‘: ':E ':E E E‘: ':E
FREQUENCY (HZ)



https://carnegiefabrics.com/xaf-circle-cloud

Substrates and Acoustical Performance

BAFFLE INSTALLATION

Baffle Sound Absorption Metrics

Acoustic data is measured in Array-NRC per Baffle in rows spaced 12" apart, 12" on center. For more
information, visit carnegiefabrics.com

Frequency 125Hz 250Hz  500Hz 1000Hz 2000Hz 4000Hz ArrayNRC ArraySAA

Abs. Coeff.

(No Air Gap) 0.13 0.52 1.16 1.15 0.78 0.56 0.90 0.90
Absorption Coefficient vs. Frequency
(2) 1" rPET-Core with Xorel Meteor
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http://carnegiefabrics.com

Xorel Textile Options

With over 350 textures and colors to choose from, your possibilities are unlimited. See more at xorelartform.com
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http://xorelartform.com

Kirei PET Options

PET TOPPER COLORS FOR CLOUDS

35 through-panel color options _

with the opportunity for Kirei Ink Lhey b
ultra-high resolution printing. [0 g

See more at kireiusa.com. mﬂ

CAYENNE 029 WINE 009 ROUGE 007 MANDARIN 013 CINNAMON 006 NUTMEG 047 OCHRE 004 SUNSHINE 003

“
% 5 e 5 251 5.0 <
(S LY &3 = ¢ i1 = A LS
BLUSH 030 DUSK 032 CREAM 048 WHITE 033 MUSHROOM 026 VANILLA 028 BUTTER 002 LIME SPLICE 020

CORONET 046 NAVY 019 SMOKE 024 PEBBLE 022 SAGE 042 OLIVE 021 PISTACHIO 041

Bl
PACIFIC 045 DUCK EGG 037 MINT 038 FROST 001 GREY 023 IVY 015 JADE 016 VINEYARD 017

SLATE 025 ONYX 036 BLACK 035
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http://kireiusa.com

Install with Ease

WALL MOUNTED INSTALLATION

Xorel Artform tiles are lightweight and install simply with standard construction adhesives (e.g. Liquid Nails/Titebond - NOT
PVA glue). Clean and prepare surface per adhesive guidelines. Spread adhesive evenly on panel back, leaving 2" space at
edges. Adhere to wall surface, providing bracing to hold material against surface per adhesive open time/instructions. For

more information, see the Tiles and Panels Installation Guide.

CLOUD INSTALLATION

Xorel Artform clouds have four attachment points with
Griplocks. To install Xorel Artform clouds, attach the specified
ceiling mounting hardware and suspension cable/chain/rod/
etc. with the appropriate connector at the bottom end. Once
the ceiling hardware is installed, attach the connector to the
supplied attachment hardware on the cloud. For in-depth
instructions on how to install Xorel Artform clouds, see the

Clouds Installation Guide.

Note: Ceiling mounting hardware and cable/chain/rod is not

provided.

BAFFLE INSTALLATION

Xorel Artform baffles have two to four attachment points.
To install Xorel Artform baffles, attach the specified ceiling
mounting hardware and suspension cable/chain/rod/etc.
with the appropriate connector at the bottom end. Once
the ceiling hardware is installed, attach the connector to the
supplied attachment hardware on the baffle. For in-depth
instructions on how to install Xorel Artform baffles, see the

Baffles Installation Guide.

Note: Ceiling mounting hardware and cable/chain/rod is not

provided.




Specifications

BOX SETS

Xorel Artform is priced and sold in box sets of the same shape, size,
substrate, fabric and color. Each box arrives to the job site securely packed.

Standard

3-6 panels/box

3D
3-4 panels/box

Baffle
3-6 baffles/box

Clouds
2 clouds/box

Minimum order is 1 box.

Dimensional Orientation

Box sets of Hex, Waveline, and Square 3D panels include
"handed” shapes which feature the dimensional element
oriented towards either right or left. This attention to detail
ensures that the specified Xorel fabric weave is wrapped
along the panel in the same direction so that fit and finish
are not compromised when changing panel orientation.
Two of each handed shape are included in each box set.

7 \7 PN
%Q | 4L 4
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Warranty

10 YEAR WARRANTY

We warranty Xorel Artform products for a period of 10 years from purchase date. Any Xorel Artform products that
are defective in workmanship or materials (ceiling suspension hardware) will be replaced at no charge. The warranty

does not cover:

(a) ordinary wear and tear; (b) damaged caused by mold or mildew; (c) unacceptable temperature/humidity
variation; (d) improper use; (e) improper maintenance; (f) improper storage or handling; (g) any other damage or
problem due to external causes unrelated to any Carnegie Fabric product defect.

Xorel Artform products must be used within standard industry limitations.




