
Flute 3D Panels in Xorel Meteor 6427 color 721 and Dash 6603 color 35 

Flute 3D 
Xorel-wrapped acoustic panel
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Flute 3D

DIMENSIONS

10.25" 

ASTM E84 Class A/Class 1FIRE RATING

CDPH (CA 01350) Compliant TVOC: <0.5 mg/m3 VOC EMISSIONS

LEAD TIME / WARRANTY
8-9 week lead time

10 year warranty

CUSTOM OPTIONS
Custom Sizes Available. Contact your Carnegie Rep to find out more, or get started with our Free 
Design Services.

100% PET (At least 60% recycled)CORE

72
"

30"

Flute 3D

Size DepthStandard 
(Width x Height)

30" x 72"

Shape

1" rPET-Core: 3 3/4"
1.5" rPET-Core: 4 1/4"

2" rPET-Core: 4 3/4"

One Size

SPECS
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Xorel Textiles

Installation

Flute 3D panels are lightweight and install simply with standard construction adhesives (e.g. Liquid Nails/Titebond - NOT PVA 
glue). Clean and prepare surface per adhesive guidelines. Spread adhesive evenly on panel back, leaving 2” space at edges. 
Adhere to wall surface, providing bracing to hold material against surface per adhesive open time/instructions. For more 
information, see the Panels Installation Guide.
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Substrates and Acoustics

Flute 3D Panel Sound Absorption 

SUBSTRATES
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Absorption Coefficient vs. Frequency
1" rPET-Core with Xorel Meteor

Acoustic data is measured in Absorption Coefficient per square foot of material. For more information, see 
the full acoustic test.

Frequency 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz NRC SAA

Abs. Coeff.
(No Air Gap) 0.14 0.36 0.94 0.94 0.58 0.39 0.70 0.71

1" SOUND ABSORPTION 
METRICS

1" rPET-Core
Recycled PET Acous-
tical Substrate
NRC 0.70

2" rPET-Core
Recycled PET Acous-
tical Substrate
NRC 0.80

1.5" rPET-Core
Recycled PET Acous-
tical Substrate
NRC 0.75
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Substrates and Acoustics
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Absorption Coefficient vs. Frequency
1.5" rPET-Core with Xorel Meteor

Acoustic data is measured in Absorption Coefficient per square foot of material. For more information, see 
the full acoustic test.

Frequency 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz NRC SAA

Abs. Coeff.
(No Air Gap) 0.21 0.54 1.11 0.82 0.43 0.32 0.75 0.74

1.5" SOUND ABSORPTION 
METRICS
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Substrates and Acoustics
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Absorption Coefficient vs. Frequency
2" rPET-Core with Xorel Meteor

Acoustic data is measured in Absorption Coefficient per square foot of material. For more information, see 
the full acoustic test.

Frequency 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz NRC SAA

Abs. Coeff.
(No Air Gap) 0.51 0.82 1.04 0.79 0.48 0.34 0.80 0.77

2" SOUND ABSORPTION 
METRICS
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Flute 3D Panels in Xorel Meteor 6427 color 721 and Dash 6603 color 35 



Learn more and request your free sample: 
800.727.6770 | acousticsolutions@carnegiefabrics.com
carnegieacousticsolutions.com 

Flute 3D Panels in Xorel Dash 6603 color 35 

mailto:acousticsolutions@carnegiefabrics.com
https://carnegieacousticsolutions.com

