
U Baffles in Meteor 6427 colors 2021 and 2032

U Baffle
Xorel-wrapped acoustic baffle
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2-4 prefabricated baffles per box/crate.

Minimum order quantity is 1 box.

(Note: The 2XL & 3XL sixes ship via crate.) 

U Baffle

10-12 week lead time (1-50 Boxes)

10 year warranty

BOX SETS

ASTM E84 Class A/Class 1FIRE RATING

CDPH (CA 01350) Compliant TVOC: <0.5 mg/m3 VOC EMISSIONS

LEAD TIME / WARRANTY

CUSTOM OPTIONS
Custom Sizes Available. Contact your Carnegie Rep to find out more, or get started with our Free 
Design Services.

100% PET (At least 60% recycled)CORE

SPECS

U Baffle

Size DepthStandard 
(Width x Height)Shape

Large

XLarge

48" x 10" 1" 

72" x 10" 1" 

2XLarge

3XLarge

96" x 10" 1"

108" x 10" 1" 
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Product Dimensions
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Xorel Textiles

KaleidoscopeHaze

JACQUARDS

EMBOSS AND EMBROIDER

Switch

Trace

Limestone

TwineTangleStrie Windsor

Ashford

Ellipse 
Embroider

    Baja 
Embroider

Deco 
Embroider

Switch 
Embroider

Fragment 
Emboss

Dahlia 
Couture

Chisel 
Embroider

Fractal 
Emboss

 Forge 
Couture

Satellite 
Embroider

NebulaMarseille

Sleet 
Embroider

Seacrest Seaside

Parchment 
Emboss

Circuit Dash Flash BackComet Dover FluxCoverCalabria Ennis

Vienna

Meteor SpireNexusMojave MatteGalway LinenIon Quarry Sahara Matte

Bloom 
Emboss

Veneer 
Emboss

SOLIDS AND TEXTURES
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Substrate and Acoustics

SUBSTRATE 0.5" rPET-Core
Acoustical Substrate
Array-NRC 0.35-0.60

U Baffle Sound Absorption
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NRC: 0.35-0.60

Absorption Coefficient vs. Frequency
0.5" rPET-Core with Xorel Meteor

Acoustic data is measured in Absorption Coefficient per square foot of material. For more information, see 
the full acoustic test.

Frequency 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz NRC SAA

Abs. Coeff.
(No Air Gap) 0.14 0.36 0.94 0.94 0.58 0.39 0.70 0.71

SOUND ABSORPTION 
METRICS
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Installation

U Baffles have two attachment points with flat brackets and 
your choice of Griplocks, eyelets, or set screws. To install 
U Baffles, attach the specified ceiling mounting hardware 
and suspension cable/chain/rod/etc. with the appropriate 
connector at the bottom end. Once the ceiling hardware is 
installed, attach the connector to the supplied attachment 
hardware on the U Baffle. For instructions on how to install 
baffles in a variety of ways, visit xorelartform.com.

Note: Ceiling mounting hardware or cable/chain/rod is not provided. 

U Baffles in Meteor 6427 color 2032

http://xorelartform.com


Learn more and request your free sample: 
800.727.6770 | acousticsolutions@carnegiefabrics.com
carnegieacousticsolutions.com

U Baffles and Spline 3D Tiles in Meteor 6427 colors 2021 and 2032

http://carnegieacousticsolutions.com

